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UNITED STATES OF AMERICA
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‘WASHINGTON, B, C.

Effective: February 3, 1959
Adopted:  December 30, 1958

SPECIAL CIVIL ATR REGULATION

AUTHORIZATION FOR ALASKAN ATR TAXT OPERATORS TO CONINCT OPERATIONS
UNDER THE PROVISIONS OF PART jj2 OF THE CIVIL AIR REGULATIONS

Concurrently with this regulatien, the Board is adopting a new Part 293 of the Economic Regula-
tiong which reclassifies the present "Alagskan pilot-owner", covered under Part 292 of the Board's
Economic Regulations, as an "Alaskan Air Taxi Operator™ and enlarges the permissible activities of
such Alasken pilotecwners., Under the new Part 293, the Alasken air taxi operator will be permitted
inter alia to use aireraft having a maximum gross take-off welght of 7,900 pounds and to engage in
the air transportation of persons and property within Alaska without limitation, except that sched-
uled service would be prohibited between points served by certificated carriers with a freguency of
two or more ascheduled round tripa per week, _

At thé present time, the Alaskan air carriers using large aireraft (12,500 pounds maximuim cer=
tificated take=-off welght and above) are conducting their operations pursuant to the provisions of
Part 4l of the Civil Air Regulations. Those Alaskan air carriers using small aireraft (less than
12,500 pounds maximum certificated take-off weight) including the Alaskan pilot-owners are presently
eonducting their operations under Part L2 pursuant to authorizations by the Administrator of Civil
Aeronsutics, i

Since the air carriers operating in Alasks with small aircraft are presently conduveting thelr
operations under Part L2, the Board believes that until operating experience reveals that further or
different rules are nacessary, Alaskan air taxi operators should be allowed to conduct their operaw-
tions pursuant to Part )2,

As the exemptions under Part 293 of the Economic Regulations are only temporary and are stated
to run for two years from the effective date of that part, it seems desirable to limit the autheriza-
tion contained herein to the same period of time,

This regulation is necessary in order to give effect to the new Part 293 referred to above,
wirich was published as & noiice of proposed rule making dated May 17, 1958, and on which public com=
ment was received and considered., Since this regulation is ancillary to such part and since it con-
times in effect the same rules as are presently applicable to the Alaskan pilot-ownhers, without
diminution in safety standards, the Board finds that notice and public procedure hereon are unnecessary,

In consideration of the foregoing, the Civil Aeronautics Board hereby makes and promulgates the
following Special Civil Air Regulation effective February 3, 1959,

Notwithstanding the provisions of Parts Ll and 42 of the Civil Air Regulations, any Alaskan air
taxi operator as defined in B 293,1(2)(2) of Part 293 of the Fconomic Regulations shall be certifi-
cated and shall conduct operations in air transportation in accordance with the provisions of Part 42
of the Civil Air Regulations, An air carrier operating certificate presently issued by the Civil
Aeronautics Administration to an Alaskan pilot-owner shall, until its stated expiratien date, be
valid as an air carrier operating certificate for Alaskan air taxi operations, unless sueh certificate
ig sooner surrendered, suspemded or revoked. Such certificate mey be renewed as an air carrier oper-
ating certificate for Alaskan air texi operations.

This regulation shall terminate two yeara after :'Lté effective date unless sooner terminsted or
rescinded by ihe Board,.

{Sec. 205(a), 52 Stat, 98L3 L9 U.S.6, 425, Interpret or apply secs, 601, &CL, 52 Stat, 1007, 1010;
k9 7.8.C. 551, S5h)

By the Civil Aeronautics Board:
/s/ Mabel MeCart

Mabel McCart
Acting Secretary

(SEAL)

USCOMM=BC=25582



Title 14—AERONAUTICS AND
SPACE

Chapter 1—Federal Aviation Agency
SUBCHAPTER A—CIVIL AIR REGULATIONS
[Reg. Docket No. 1794; Amdt. £0-43]

PART 40—SCHEDULED INTERSTATE
AIR CARRIER CERTIFICATION AND
OPERATION RULES

Miscellaneous Amendmenis

This amendment amends preserntly ef«
fective Part 40 of the Civil Alr Regula-
tions which contains safety certification
gnd operation rules governing alr car-
riers holding economic certificate at-
thority from the Civil Aeronautics Board
to engage in interstate air transportation
within the continental United States,
exclusive of the State of Alaska.

Part 40 was extensively revised effec-
tive April 1, 1954, While numerous sub-
stantive amendments have been made to
Part 40 since the last general revision,
a review of the provisions of the part in-
dicates s need for additional substan-
tive changes to reflect current Agency
and industry views with respeet to op-
erating procedures.

FAA proposals with regard to amend-
ing Part 40 were issued as & notice of
proposed rule making which was pub-
lished in the FrpERAL REGISTER June 14,
1963 (28 F.R. 6083), and cireulated to the
industry for comment as Notice No, 63—
20, Comments received in response to
these proposals were generally in con-
currence therewith. However, some
comments received took fssue with cer-
fain of the rules proposed and polnted
to the need for clarification of certain
others.

The following i1s a discussion of the
major issues raised in response to No-
tice No. 63-20 and ¢hanges Made in
the proposed rules.

1, Section 40.1 Applicability of this
part. The representatives of the air
carriers expressed opposition fto para-
graph (b) of this section which speci-
fied that individuals other than an air
catrrier itsell are subject to certain rules
in Part 4¢. The Federal Aviation Agency
believes it is essential that this para-
graph be retalned since a number of sit-
uations have been encountered where the
safety of operations were affected by ac-
ttons of individuals other than of the
air carrier operating the aircraft.

2, Section 40.11 Contents of certifi-
cate. Comments recelved on the pro-
posal concurred with the overall intent
of this section to clarify the relationship
of airports and routes to the operating
certificate and operations spectfications,
but raised a question concerning the ne-
cessity for listing sll of the airway seg-
ments in the operations specifications.
The edoption of this amendment does
not require the listing of =1l routes in-
cluding airway routes and, in fact,
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permits the continuation of present pro-
cedures with the added protectiort (re-
quested by the air earriers} of incorpe-
rating these routes by reference in the air
carrier operating certificate.

3. Section 40.20 Utilization of opera-
tions gpecifications. Representatives of
the air carriers objected to this amend-
ment on the grounds that identifying the
source of authority with reference fo
operations specifications in the individ-
usl parts of the manual would be unnec-
essarily burdensome. This section is be~
ing adopted as proposed sinee the Agerni«
¢y believes it jmportant that the users
know which material s derived from
or is a part of the operations specifica~
tions and which is company policy. The
air carriers may exercise their option
efther to insert in their manual copies
of the operations specifications or ex-
cernts from them.

4, Bection 40.21 Amendment of oper=-
ations specifications. In view of previous
comments on this subject, the Agency
has determined that an air carrier should
be given an opportunity to present its
views within a reasonable time whenever
it has been determined by an suthorized
representative of the Administrator that
safety in air transportation and the pub«
lic interest require ah amendment to
an air ¢arrier’s operations specifications,
Therefore, this seetion is being amended
to provide that the supervising inspector
of the FAA Air Carrier District QOffice
shall give notlce in writing to the air
carrier fixing a period of not less than
seven days within whiech the air carrier
may sublait written dats, views, and
arguments concerning the proposed
smendment. After considerstion of all
relevant matter presented, the supervis.
ing inspector shall netify the alr carrier
of any amendment adopted or the rescis-
sion of his notice to amend the alr
carrier's operations specificatlons. No
substantive changes are beihg made to
the rule which affects the effective date
of such an amendment or the air carrier’s
right of appeal to the Administrator.

5. Section 4032 Width of roules,
Comments from representatives of the
air carriers indicated that this section
as worded would resirict the full use of
controlled airspace by the air carriers.
However, this is not the purpagse or in-
tent of this rule, When routes are ap-
proved, the width of the rouies, the
minimum en route altitudes, the avail-
able communieation facilities, the air
trafie density, the air traffic control pro-
cedures, and the adequacy of the naviga-
tional sids upon which the route is premi-
ised are all taken into consideration. In
particular instances, certain of these
considerations may need to be inserted
in the operations specifications as re-
gquirements. Accordingly, in the case of
such approved routes, the rule adopted
herein provides for the establishment of
a route width only when an authorized
representative of the Administrator de-
termines it to he necessary. When such

a determination is made, the route .

width will be specified in the operations -
specifications,

6. Section 40.36 En roufe navigational L

Facilities. Comments received ohjected
to the listing of reguired navigationsl.
facilities for routes approved outside of
controlled mirspace in the sir carrfers’ .
operations specifications. The Ageney -

has determined that only by means of .

this listing can adequate control hbe
maintained over the approval of such -
routes, Therefore, the Agency i3 adopt-
ing the rule as proposed in the interest of
safety. -
7. Sectlon 40.53(b) Airplane FlLght
Manual, Comments from representa-
tives of the ajr carriers stated that it
would impose a burden upon thé car-’
riers to require that sections of the
approved Airplane Flight Manual be
identified as such when they are incor-.
porated into the Air Carrier Manual
The Agency helieves it important that
the users know and appreciate which -
madterial is approved in accordance with
§§ 4b.740(L) and 4H.740-1, and which is
company policy, This section clarifies
FAA policy specified in Part 4b regard-

ing this matter. Therefore, this section

is belng adopted as proposed.

8. Sections 40.61, 40.92, 40.70, 40.90, - . -

and 40.110 (Airplane certiflcation and
other special requirements) : The Hmita~

tion in these gectlons to airplanes used -

in passenger-carrying operations is de-
leted so as to make the requirements
thereof applicable to all airplanes used-
in operations governed by Part 4. The
Agency is currently maeking a spectal
study in this connection as outlined in -
CAR Amendment 42-1, If the studies.

show that further rule making is war- ..~

ranted, the Agency will take approprigte
rule making action saccordingly affect-
ing Parts 40, 41, and 42 uniformly. -

D. Section 40.173 Emergency equip-.

ment for all operstions. Paragraph () :

is being adopted as proposed in Notiée 63—
20, It incorporates the substance of
§ 40.18-4(f) (4) by requiring the air car-
riers to inspect the reguired emergency
equipment at inspection periods estab- -
lished for the individual air carrier in the
operations specifications. Paragraph. (8)
is being amended Lo indicate clearly that -
the intent of this rule is fo insure thdt
the emergency evacugtion means shall
be in a position for immediate installa-
tion and ready use. This does not necesg.
sarily mean that it must be ingtalled at
al! times since in some instances this
could he more of @ hazard than a safe-
guerd, .
10. Sectlon 40.17¢ Seats and sofety
belts for all operations. The air carriers
commented that the nroposal to amend
the current rule is eomplicated and un-
needed. The Agency does nct concur.
The rule, as adopted, is needed to clarify,
among other things, its application in’
regard to infants, and to expressly re--
quire the use of a safety helt by each
person., ‘

(As published in the Federal Register /29 F.R. 56277 on April 28, 1964)

1180

-1 -



11. Section 40.176 Cockpit check pro-
cedure. Comments received from the
air carriers in response to this proposal
objected to requiring approval of check
procedures on the theory that it would
delay any change in the procedures and
thus restrict the responsiveness of the
airplanes in lessons learned from dsaily
operating experience. The Agency does
not agree with this viewpoint and consid-
ers that such approval is necessary to
insure. as stated in Notice 63-20, com-
pleteness and uniformity in cockpit check
procedures for each type of airplane
used. Accordingly. the rule is being
adopted as proposed.

12, Section 40.177 Passenger infor-
mation for all operations. Instances of
failure (and even refusal) of passengers
to obey the no smoking and fasten seat
belt signs have been brought to the at-
tention of the Agency. Bince the Agency
believes it important that no passenger
or cabin attendant be allowed to smoke
while the no smoking sign is lighted and
that all passengers shouwld be required
to keep their safety belts fastened while
the safety belt sign is on. the Agency
is adopting the rule as propesed.

13. Section 40.179 Shoulder harness.
Comments received on this proposal in-
dicated that air earriers desired to make
this requirement applicable only to fu-
ture new airplane certifications. How-
evef, the benefits to be derived from
the shoulder harness have been most ap-
parent since the introduction of the tur-
bine-powered, faster tvpes, of transport
airplanes manufactured since January 1,
1958, consequently this requirement is
adopted as proposed.

Representatives of the air carriers also
took issue with the requirement for
shoulder harnesses for the outboard fac-
ing flight engineer seats on those air-
planes bhaving a separate flight engineer
station, since on this type of seal, a
shoulder harness may not necessarily
provide the restraining action through
the body &xis for which this bharness is
designed. The Ageney cannot agree
with this concept sinee the air casrier
has 2 wide latitude in the selection of
the harness and its installation, subse-
quent to approval by the FAA. There-
fore, the Agency is adopting the rule as
proposed.

14. Section 40202 Supplemental ory-
gen, reciprocaling-engine-powered air-
planes. As a result of comments re-
ceived. §$40.202 (b) and (¢} are being
amended to incorporate the words “cabin
pressure altitude” in Ueu of the present
words in order to clarify the intent of
these paragraphs.

15. Section 40.206 Equipment jor er-
tended overwater operalions. Comments
received indicated concern with the
phrase in the proviso pertaining to the
authority of an suthorized represent-
ative of the Administrator to “require
the carriage of all the prescribed equip-
ment or any item thereof, for any opera-
tion over water.” The Agency cannot
agree that the adoption of this language
in the proviso would be unduly restric-
tive, a5 there could conceivably be over-
water operations authorized which, while
not in the extended overwater category,
might require the carriage of certain
prescribed survivel equipment. Accord-

ingly, the provisc has been adopted to
make the requirements more explicit and
to provide uniformity with parts 41 and
42.

16. Section 40.233 Radio equipment for
extended overicater operations. In light
of certain comments received, the pro-
visions of this section have been revised
to delete the proposed requirements
peTtaining 1o operatiens other than ex-
tended overwater operations. We con-
cur with industry comments that the na-
ture of the terrain over which domestic
air carriers operate is such that the need
for speeial equipment for search and
rescue operations is remote.

17. Sections 40 280 through 40.300(a)
(Air carrfer training programs): These
sections as proposed in Notice 63-20 are
not inecluded herein, but are being han-
dled by a separate amendment as pro-
gﬂo_sed in Draft Releases §1-1, 61-17, and

9

18. Section 40.302 Pilot checks. Com-
ments from representatives of the air
carriers took issue with the proposal on
the grounds of increased stringency of
the regulations caused by the inclusion
in the part of various maneuvers which
were previously included as “Rules” in
the Civil Aeronsutics Manual. The
maneuvers referred to have been required
by the Civil Aeronsutics Manua! for
many sears and the regulations being
sdopted have the same effect as these
CAN's. Therefore, the Agency is adopt-
ing the proposal as presented.

19 Section 40307 Flight engineer
qualification for duly. Comments re-
ceived from representatives of the air
carriers objected to this proposal on the
grounds that restrieting the conduet of
initial qualification checks or requalifi-
cation checks in scheduled air transpor-
tation weas uynreasgnable and unwar-
ranted based on sirline operating ex-
perience. However, after considering all
relevant matter regarding this proposal,
the Agency still believes it important not
to conduct initial and requalification
checks in scheduled air transportation,
The regulation as adopted herein is most
flexible in that it provides for different
qualifying alternsatives, depending on
previous esperience. However, it right-
fully precludes the accomplishing of an
initial gqualifying flight cheek for s flight
engineer in the course of & scheduled
flicht in air transportation. Accord-
ingly, the Agency is adopting the rule as
pro .
20. Section 40.310 Aircraft dispatcher
gualification for duty. Wotice §3-20 pro-
posed to amend this section to permit
greater overall flexibility of the dis-
patcher route qualification requirements.
Representatives of the dispatchers as-
sociation opposed any changes in the
present rules as being unnecessary.
However, the Agency has determined
that this requirement, in its revised form,
will not compromise the high level of
safety required in alr transportation.
Accordingly, paragraph (b) is being
adopted as proposed to require at least
“a one-way qualification trip" rather
than a mandatory round trip over “the
particular area” in which the dispatcher
serves within the 12-month period. This
change permits a one-way trip, or, in the
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event that a round irip is made, the re-
turn trip may be made over elther the
same or a different route.

21. Section 40.360 Emergency deci-
sions; pilot in command and gircraft
dispatcher. In response to comments
received, paragraph (¢) is being clari-
fled to insure that both the appropriate
afr traffic control facility and the appro-
priate air eamrrier dispaweh center will
be kept fully informed regarding the
progress of a flight whenever emergency
authority 15 exercised by the pllot in
commahd.

22, Section 40.361 Reporling potenti-
ally hezardous mefeorological condi-
tions and irregularities of ground and
navigational facilities. Comments re-
ceived indicated some opposition to the
proposal which clarified the responsi-
bility of air carriers to report all infor-
mation received regarding irregularities
in ground or navigational facllities to
the authority directly responsible for its
operation. The comments suggested
that such irregularities should be 1e-
ported to the MAA. However, since some
air carriers utilize communications and
navigational facilities in particular in-
stances other than those operated by
the U.S. Federal Government, the
Agency is adopting the rule as proposed.

23. Section 40.363 Engine failure or
precautionary sloppege. Notice 63-20
had proposed to delete subparagraph (2)
of §40.363(1) which includes a require-
ment that pilots must consider the avail-
ability of the inoperative engine for use
before proceeding to an airport of his
selection.  Notwithstanding c¢ontrary
industry opinions, this factor has been
deleted as proposed. The Agency he-
lleves that it should not be a considera-
tion due to the inherent danger from
firg and other spurces when a malfune-
tioning engine is restarted after shut-
down. There have been cases where
this was used in pilots’ written reports
as one of the justifications for proceed-
ing, when a subsequent investigation
proved that, if the engines had been re-
started. there would have been serious
fire hazards. Therefore, the Agency is
adopting the rule as proposed.

24. Section 40.388 Allernate airport
for departure. The proviso formerly
contained in section 40.388 has been
deleted in this rule inasmueh as it
negated the entire purpose of the rule.
As stated, the proviso would permit an
air carrier to dispatch an airplane from
ah airport without a spetified alternaie
when the weather is 300-1 even though
higher takeoff minimums are specified
at s pariicuiar airport due to obstruc-
tions.

25. Section 40391 Coniinuance of
fight,; flight hazards. Comments re-
ceived objected to the requirement that
air carriers have approved minimum
equipment lists incorporeted in the air
carrier manusals, not only for initial dis-
patch of aireraft, but for continuation of
flight in the event any required equip-
ment becomes inoperable.

As noted in Notice 62-20, for a num-
ber of years the Agency has considered it
necessary and made a practice of approv-
ing minimum equipment “'go-no-go'" lists
governing en route operations with re-
aquired equipment inopergative. This was



done In accordance with the proviso in
the amended § 40.391(b) which specified
“that the Administrator may authorize
the incorporation in the atr carrier man-
ual of procedures for the continued op-
eration of an airplane beyond a sched-
uled terminal * * *.”

Notice 63-20 also stated that the
Agency still considers the current prag-
tice of approving minimum equipment
lists and procedures governing en route
operations with reguired equipment in-
operative to be necessary. This is espe-
cially important in connection with those
procedures which apply to large, tur-
bine-powered, complex airplanes infro-
duced into service in recent years,
Similar reasens were also given for the
adoption of this rule in the preamble to
Part 41 which became effective in March
1963.

Accordingly, the rule is being adopted
as proposed.

26. Section 40501 Crewmember and
dispatcher records. Representatives of
the air carriers opposed the increase
from three to six months for record re-
tention for crewmembers and dispatch-
ers whose service with the airlines are
terminated. However, the Ageney has
found that there is a2 need for this in-
crease in the period of record retention
since it Is often necessary to investigate
oceurrences from two to four months af-
ter they occurred. Former girline per-
sonnel are often involved. These in-
vestigations, conducted in the interest of
safety, are hampered by the premature
destruction of records and, therefore,
the Agency believes it to be in the public
interest to adopt the rule a5 proposed.

27. Section 40.507 Maintenance log
Upon further consideration and in light
of comments received from the repre-
sentatives of the pilots’ and flight engi-
neers’ organizations, the Agency has
determined that it should not delete the
requirement concerning information
contained in the maintenance log relative
to the time interval since the last over-
haul of the airframe and engines. ‘This
information is stated to be of consider-
able importance to the flight erews in the
performance of their dutles. Accord-
ingly, the proposed change to this section
i not being made.

Interested persons have been afforded
an opportunity to participate in the mak-
ing of these rules, and due consideration
has been given to all relevant maiter
presented.

These amendments are made under the
authority of sections 313(a) and 601-610
of the Pederal Aviztion Act of 1958
(49 17.8.C. 1354, 1421-1430).

In consideration of the foregoing, Part
40 of the Civil Air Regulations (14 CFR
Part 40, as amended) is hereby emended
as follows, effective October 26, 1964.

1. By amending §40.1 to read as
follows:

§ 40.1  Applicability of this part.

The provisions of this part are appli-
cable to the following persons:

(a) An air carrier holding a certifi-
cate of public convenience and necessity
1ssued by the Board which authorizes
undimited scheduled service over desig-
nated routes, when it engages with air-

planes in scheduled interstate air trans-
portation within the continental limits
of the United States, excluding the State
of Alaska and to operations by the car-
rier over segments of routes extending
beyond the continental limits of the
United States, if the Administrator has
authorized an air carrier to conhduct op-
erations over such route segments under
this part.

(b) Any airman or other person em-
ployed or used by an air carrier in the
conduct of operations subject to this
part (including the operation, inspec-
tion, maintenance, and overhaul of air-
craft) and any person while on board an
airplane operated by an air carrier
under this part.

2. By amending § 40.5 by deleting the
definition of “High-altitude operation”,
and by amending the definition of *Op-
erations Specifications” as follows:

§ 40.5 Definitious.
. * *» *

Operations specifications, Operations
specifications are rules of particular
applicability issued by the Administra-
tor to an air carrier pursuant to the
provisions of this part.
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3. By amending § 40.11 to read as fol-
lows:

§ 40.11 Contents of certificate,

The air carrier operating certificate
shall contain the name of the air carrier,
and the airports to or from which, and
the routes over which, the air carrier is
authorized to operate: Provided, That
such sairports and routes shall he listed
in the operations specifications of the
afr carrier and incorporated into the
contents of the air earrier operating
certificate by reference thereto in the
certificate.

NoTe: The alrports, and locations thereof,
are listed under the “alrport authorizations
and limitations” part of the opersticns
specificaticns. The routes Including the air-
ways where applicable are listed {n the "En
route Flight Procedures”—Form ACA-514A
of the operations spectfications.

4. By amending § 40.13 by adding a
new paragraph (c) to read as follows:

§ 40.13 Issuance of certificate,
- - . .

(¢) An alr carrier holding economic
guthority to engage in scheduled cargo-
only operations in interstate air trans-
portation may, upon application, be au-
thorized by the Administrator to conduct
such operations In accordance with the
air carrier certification and operation
rules preseribed in Part 42 of this ¢hap-
ter (Civil Air Regulations).

5. By amending §40.14 to read as fol-
lows:

§ 40.14 Amendment of certificate.

(2) An air carrier operating certifi-
cate may be amended by the Administra-
tor in accordance with section 609 of
the Federal Aviation Act of 1958, and the
applicable procedures in Part 13 of the
Federal Aviation Regulations whenever
he determines that safety in air trans-
portation and the public interest so
require.
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(b) Upon application by an air car-
rier, an authorized representative of the
Administrator may amend en air carrier
operating certificate if he determines
that safety {n air transportation and the
public interest permit such an amend-
ment., Within 30 days after the refusal
of an authorized representative of the
Administrator to approve an air carrier's
application for amendment, the air car-
rier may petition the Administrator for a
review of such refusal.

(c} Applications by an air carrier for
amendments of air carrier operating cer-
tificates shall be submitted to the local
FAA Alr Carrier District Office charged
with the overall inspection of the air
carrier’s aperations at least 15 days prior
to the proposed effective dates of such
amendments, unless an aythorized rep-
resentgtive of such office approves e
shorter filing period.

6. By amending §40.20 to read as
follows:

§40.20 Utilization of operations spec-
ifications.

The air carrier shall keep its person-
nel informed with respect to the contents
of the operations specifications and all
amendments thereto applicable to the
individual’s duties and responsibilities,
A set of specifications shall be main-
tained by the air carrier as a separate
and complete document. Pertinent ex-
cerpts from the specifications or refer-
ences thereto shall be inserted in the
manual issued by the air carrier in such
& manner that they do not lese their
identity in any respect,

7. By amending §40.21 to read as
follows:

§ 40.21 Amendment of operations spec-
ifications,

The following procedures apply to the
amendment of operations specificetions
(except those which are a part of the
air carrier operating certificate issued
under §40.13) issued to an air carrier
under the provisions of this part:

(a) Upon application by the air car-
rier an authorized representative of the
Administrator may amend an operations
specification if he determines that safety
in air transportation and the public in-
terest permit such an amendment;

(b) Applications for amendments of
operations specifications shall be sub-
mitted to the local FAA Air Carrfer Dis-
trict Office charged with the overall in-
spection of the air carrier's operations
at least 15 days prior to the proposed
effective dates of such amendments, un-
less an authorized representative of such
office approves a shorter filing period;

(c} Within 30 days after & notfce of
refusel to approve an alr carrier's appli-
cation for amendment, the air carrier
may petition the Administrator to re-
consider the refusal to amend;

(d) An authorized representative of
the Administrator may amend an op~
erations specification if he determines
that safety in*air transportation and
the public interest require such an
amendment. In such instances, the su-
pervising inspector of the FAA Alr Car-
rier District Office shall give notice in
writing to the air carrier of a proposed



amendment in the operations specifica-
tions, fixing & reasonable period, not less
than 7 deys, within which the air carrier
may submit written data. views, and
arguments concerning the proposed
amendment. After consideration of ail
relevant matier presented, the supervis-
ing inspector shall notify the air carrier
of any amendment sdopted, or 8 rescis-
sion of the notice. The amendment
shall become efective not less than 30
days after receipt by the air carrier of
the notice of the amendment, unless the
aiy carrier petitions the Administrator
for reconsideration of the amendment.
in which case the effective date of the
amendment snall be stayed pending a
decision by the Administrator. If the
supervising inspector finds that an emer-
gency exists requiring immediate aciion
with respect to safety in air transporta-
tion which makes the provisibns pre-
scribed by this paragraph impracticable,
or contrary to the public interest, he
may notify the air e¢arrier of an amend-
ment to the operations specifications
without giving prior notice, or make the
amendment efective without stay upon
receipt by the air carrier of notice there-
of. or both. In such instances he will
incorporate the finding and s brief state-
ment of the reasons therefor {n the notice
of the amended operations specifications
1o be adopted.

8. By amending $4023 to read as
follows:

§40.23 Operations and majntenance
base and office.

Each air carrier shall, 3¢ days in ad-
vance of a change in the address of its
principal business office. its principal
operations base, or its principal mainte-
nance base, give written notice thereof to
the FAA Air Carrier District Office
charged with oversll inspection of the
air cartier's operations.

9. By amending §4030 to read as
follows:

§ 40.30 CGenerzl ronte requirements.

The air carrier shall show for route
appmravals that it ls competent 1o conduct
scheduled cperations over any route or
route segment to be used between any
regular, provistonal, or refueling airport,
and that the facilities and services re-
quired by §§4033 through 40.38 are
available and adequate for the type of
operation proposed. Routes outside of
contrelled zirspace will be approved un-
less the Administrator determines that
traffic density is such that an adequate
level of safety cannot be assured. Actual
flight over a route or route segment will
be required, unless the air earrier shows
that such flight is not essential to safety.
considering the availability and ade-
quacy of airports, lighting. maintenance,
communication, navigation. fueling,
ground and aircraft radlo facilities, and
the competence of personnel to be used
in the proposed operations,

§ 30.32 [Deleted]
10. By deleting § 4032,
11. By redesignsating § 40.31 as § 40.32

and by mending the redesignated sec-
tion to read as follows:

§40.32 Width of roates.

Routes approved for operations over
T1.5. Federal pirways or foreign airways
shall have a width equal to the desig-
nated width of such airways. In the case
of other approved routes, when an au-
thorized representative of the Adminis-
trator determines it to be necessary, he
shall establish route widths taking into
constderation terrain clearance and min-
imum en route altitudes, avaijlable
ground and airborne navigational aids,
air traffic density, and air traffic control
procedures. In such instances the route
widths shall be specified In the air car-
rier's operations specifications,

§ 10,36 [ Amended]

12. By amending the proviso of § 40.36
En route navigational facilities, to read
as follows: “Propided, That nonvisual
ground aids to navigation are not re-
quired for (a) day VFR operations which
the air carrier shows can be conducted
safely by pilotage because of the char-
acteristics of the terrsin, (b) night VFR
operations on routes which the air car-
rier shows nave rellably lighted land-
marks which are adequsate for safe op-
erations. Nonvisual ground navigational
aids required for approval of routes out-
side of controlled airspace are specifled
in the air ecarrier operstions specifica-
tions, except those alds required for
routes to alternate alrports.”

§ 4051 [Amended]

13. By amending § 40.51(a) (4) by add-
ing thereto the phrase “including proce-
dures for coordinated dispateh”.

§ 40.52 [Amended]

14. By amending §40.52(a)(2) by
deleting the word “Flight"” from the term
“Flight crewmembers”.

§ 40.53 [Amended])

15. By amending § 40.53(b) by adding
thereto a sentence which reads “When
sections of the required information from
the Alrptane Flight Manual are incor-
porated in the Air Carrier Manual, they
shatl be clearly identifled as Airplane
Flight Manual requirements,”

§ 40.60 [Amended]

16. By amending § 40.60 by revising the
second sentence to read as follows: “No
operator shall use any airplane in oper-
ations governed by this part unless such
airplane meets the requirements of this
part, is in an aitworthy condition, is
registered gs a civil aireraft of the
United States, and carrys an appropri-
ate and currently effective certificate of
airworthiness issued by the Adminis-
trator.”

§ 40.61 f[Amended)

17. By amending § 40.61(b) by deleting
the words “and used in passenger aper-
ation.”

18. By amending § 40.62 by deleting
from the introductory paragraph to that
section the words “in passenger air trans-
portation™; and by deleting from para-
graph (&) the words "in passenger-
carrying opetrsations.”

19. By amendinz §4062¢(b) to read
as foliows:
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§ 40.62 Airplane limitations for type of

route,
L L] ] E ] -

(b) Land airplanes on extended over-
water routes. Land airplanes operated
on flights involving extended overwater
operations skall be certificated or ap-
proved as adequate for ditching in ac-
cordance with the ditching provisions of
Part 4b of this chapter (Civil Air Regu-
lations) 1 Provided, That the DC-3, C-46,
CV-340, and CV-440 type airplanes need
not be so certificated or approved.

20. By amending § 40.63 by adding the
following new sentence at the end of
paragraph ¢b), and by amending para-
graph (¢), to read as follows:

§ 40,63 Proving testa.

(by * * * A type of girplane has been
materially altered in design when the
alterations include: (1) Installation of
powerblants other than the powerplants
of a type similar to those with which the
airplane is certificated, or (2} a major
alteration to the airplane or its com-
ponents which materially affects the
fight characteristics.

(¢y During proving tests only those
persons required to make the tests and
those desighated by the Administrator
shall be carried. Mall, express, and
other. cargo may be carried when ap-
proved.

§ 40.63-1 [Deleted]

21, By deleting § 40.63-1.
22, By amending §40.70 to read as
follows:

§ 40.70 Transport category airplane op-
erating limitations.

(a) In operating any transport cate-
gory airplane not subject to parasgraph
(b} of this section, the provisions of this
paragraph and §§40.71 through 40.78
shall be complied with: Provided, That
an authorized representative of the Ad~
ministrator may authorize deviations
from such provisions when special ¢lr-
cumstances of g particular case make
a literal observance of the requirements
unnetessary for safety.

Wore: Deviations autherized wlll be Spec-
1fled jn operations specifications of the atr
CarTier.

(1) The performance data contained
in the Airplane Flight Manunal shall be
applied in determining compliance with
these provisions. Where canditions dif-
fer from those for which specific tests
were made, compliance shall be deter-
mined by interpolation or by computa-
tion of the effects of changes in the
specific variables where such interpola-
tions or computations will give results
substantially eqgualing in accuracy the
results of a direct test.

(2) The airplane shall not be taken
off at a weight which exceeds the allow-
able welght for the runway being used
at determined in accordance with the
takeoff runway limitations of the trans-
port category operating rules of this
part, after taking into account the tem.
perature operating cortrection factors re-
quired by §§ 48.74982-T or 4b.117 of this
chapter (Civil Air Regulations), and set
forth in the Ajrplane Flight Manual for
the airplane.



(1) In operating any turbine-powered
transport category airplane certificated
in accordance with the performance re-
gquirements of Special Civil Air Regula-
tions Nos. SR-422, BR—422A, or SR-422B,
the aperating rules specified in the ap-
plicable Special Civil Air Regulation
shall be ecomplied with in lHeu of §§ 40.71
through 40,78,

23, By amending § 40.90 to read as
follows:

§ 4090 Nontransport category airplane
operating limilations.

In operating any large, nontransport
category airplane, the provisions of
§5§ 40.91 through 40.34 shail be complied
with: Provided, That an authorized rep-
resentative of the Administrator may
authorize deviations from such provi-
sions when the special circumstances of
a particular case make a literal observ-
ance of the requirements unnecessary
for safety. Approved performance data
only shall be used in determining comnli-
ance with the provisions of §§40.91
through 40.94,

NotEe: Deviations authorized will be spect-
fled ln operations specifications of the air
carrier.

§ 40.110 [Amended}

24. By amending §40.110 by deleting
the words “used in passenger service,

25. By amending §40.115(c) by
amending the {first sentence thereof, and
by adding paragraphs (d) and (e}:

§ 40.115 Fire precautions.

- - * - -

{¢) Cargo and baggage compartments
shall be elassified in the *'C” category if
they do not conform with the require-
ments of the “A”, “B”, “D"”, or “E”
categories, * * *

(d) Class D. Cargo and baggage com-
partments shall be classified in the “D”
category if they are so designed and con-
structed that a fire occurring therein
will be completely confined without en-
dangering the safety of the airplane or
the occupants. Compliance shall be
shown with subparsgraphs (1) through
(4) of this paragraph.

(1) Means shall he provided to exclude
hazardous guantities of smoke, flames,
or other noxious gases from entering into
any compartiment occupied by the crew
Or passengers,

(2) Ventilation and drafts shall be
controlled within each compartment so
that any fire likely to oceur in the com-
partment will not progress beyond safe
limits.

Note: For comparttnents having a volume
not in excess cf 500 cubic feet, an airflow
of not more than 1,500 cuble feet per hour
ts considered acceptable. For larger com-
partments lesser airffow may be applicable,

(3} The compartment shall be com-
pletety lined with fire resistant material.

(4) Consideration shall be given to
the eflect of heat within the compart-
ment on adjacent critical parts of the
airplane.

{g) Cldss E. On airplanesused for the
carriage of cargo only 1t shall be accept-
able to classify the cabin ares as a Class
“E” compartment. Compliance shall be
shown with subparagraphs (1Y through
(5> of this paragraph,

(1) The compartment shall be com=
pletely lined with flre-resistant material.

(2) The compartment shall be
equipped with a separate system of an
approved type smoke or fire detector
to give warning at the pilot or flight
engineer station.

(3) Means shall be provided to shut
off the ventilating airflow to or within
the compartment. Controls for such
means shall be accessible to the flight
crew in the crew compartnient.

(4) Means shall be provided to exclude
hazardous quantitles of smoke, flames,
or noxious gases from entering the filght
crew compartment.

(5) Required crew emergency exits
shall remain accessible under ail cargo
loading conditions.

26. By amending §40.125 t0 read as
follows:

§ 40.125 0Oil system drains.
Accessible drains shall be provided to
permit safe drainage of the entire oil

system and shall incorporate either a
manual or automatic means for positive

locking in the closed position. (See also
§ 40.135).
§ 40.136 [Amended]

27, By amending § 40.136(a) by de-
leting the words “Unless it can be dem-
onstrated” and inserting In lieu thereof
the words “Unless the air carrier shows”.

§ 40.151 [Amended]

28. By amending § 40.151 by deleting
the words “Administrator finds"” and in-
serting in lieu thereof the words *air
carrier shows™”,

29, By adding a new § 40,154 to read
as Igllows:

§ 40.154 Carriage of cargo in corgo
compartments.

When cargo is carried in eargo com-
partments which are so designed as to
reguire the physical eniry of a crew-
member to extinguish any fire which may
occur during flight, the cargo shall be
&0 loaded as to permit a crewmember
to effectively reach all parts of the com-
partment with the contents of a hand
fire extinguisher.

30. By amending § 40.17¢ to read as
follows:

§40.170 Airplane instruments
equipment for all eperations.

(a) Instruments and equipment re-
quired by §§ 40.171 through 40.233 shall
be approved and shall be installed in ac-
cordance with the provisions of the air-
worthiness requirementés applicable fo
the instruments or equipment ¢oncerned.

tb) All airspeed indicators shall be
calibrated in knots, and all airspeed limi-
tations and related information con-
tained in the Aijrplane Flight Manual
and pertinent placatrds shall be ex-
pressed inknots.

(¢) The following instruments and
equipment shgll be in operable condition
prior to takeoff, excent as provided in
§ 40.391(b) for continuance of fllght with
equipment inoperative:

(1) Instruments and equipment re-
quired to comply with airworthiness re-
quirements under which the airplane is
type certificated and as reguired by the

and
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provisions of §40.110 and §§40.150
through 40.155; and

(2} Instruments and equipment spec-
ified in §§40.171 through 490.179 for all
operations, and the instruments and
equipment specified in §§ 40,200 through
40.233 for the type of operation indi-
cated, wherever these items are not al-
ready provided in accordance with sub-
paragraph (1) of this paragraph.

31, By amending § 40.173 (a), (¢), and
(e) to read as follows:

§ 40.173 Emergency equipment for all
operations.

(8) Qeneral. The emergency equip-
ment specified in this section is required
for all operations and shall be inspected
regularly in accordance with inspection
periods established in the operations
gpecifications to insure the continued
serviceability and immediate readiness
of such equipment for its intended emer-
gency purposes. Al required eguipment
shall be readily accessible to the crew,
and the method of operation shall he
plainly indicated. When such equip-
ment is carried in compartments or con-
tainers, the compartments or containers
shall be marked as to contents and date
of last inspection.

L] *® * * *®

(¢} First-aid eguipment, Approved
first-aid kits as specified in Appendix D
to this part for treatment of injuries
likely to occur in flight or in minor agci-
dents shall be provided.

Notr: See Appendix D for type and con-
tents of first-aid Kits.

* £ * » Ll

(e} Means jor emergency evacuation.
On all passenger-carrying airplanes, at
all emergency exits which are more than
6 feet from the ground with the air-
plane on the ground and with the landing
gear extended, means shall be provided
to assist the occupants in descending
from the airplane, At floor level exits
approved as emergency exits, such means
shall be a chute or equivalent device suit-
abie for the rapid evacuation of passen-
gers, During flight time this means.
shall be in a position for immediate
installation angd ready use: Provided,
That the requirements of this para-
graph do not apply to emergency exits
over the wing where the greatest distance
{rom the lower sill of the exit to the wing
surface does not exceed 36 inches.

Ed * * * *

32. By amending § 40.174 to read as
follows:

§40.174  Scats and safety belts for all
oceupants.

(a) The air carrier shall provide and
make available at all times during the
takeoff, en route flicht, and landing of
an airplane which it is operating:

(10 An approved seat or berth for
each person over 2 years of age aboard
the airplane, and

(2) An approved safety belt for sep-
arate use by eath person over 2 years
of age aboard the airplane, except that
two pelsons occupying a bherth may he
provided with one appraved safety belt
to be shared by hoth such persons, and
two persons occUpying a multiple lounge
or divan seat may be provided with one



approved safety belt to be shared by both
such persons during en route flight only.

{(b) During the takeoff and landing
of an ajr catrrier airplane, each person cn
board shall cccupy an approved seat or
berth and secure himself with the ap-
proved safety belt provided for the oc-
cupant of such seat or berth, except that
& person 2 years of age of less Inay be
held by an adult person occupying a seat
or berth. A safety belt provided for the
occupant of a seat shall not be used by
more than one adult during takeoff and
landing.

33. By amending § 40.176 to read as
follows:

§ 40.176 Cockpit check procedure.

The gir earrier shall provide for each
type of airplane an approved cockpit
check procedure, The approved pro-
cedures shall inelude all items Decessary
for flight cyewmemnbers to check for
safety prior to starting engines. prior to
taking o8, prior to landing, and in engine
and systems emergencies. and shall be
so designed as to obviate the necessity
for a flight crewmeInber to Tely upen his
memory for items to be checked. The
approved procedures shall be readily us-
able in the cockpit of each eirplane and
shall be followed by the flight erew when
operating the airplane.

34. By amending § 40.177 to read as
follows:

§ 40.177 Passenger information for all
operations.

All airplanes shall be equipped with
slgns wisible to passengers and cabin
attendants to notify such persons when
smoking is prohibited and when safety
belts should be fastened. These signs
shall be capable of on-off operation by
the crew and shall be placed in the “on
position” for sll takeoffs and landings
and when otherwise deemed negessary by
the pilot in command. No passenger or
cabin attendant will smoke while the no
smoking sign is lighted and all passen-
gers will fasten their seat belts and keep
them fastened while the seat belt sign
is lighted.

35. By adding a new § 40.179 to read
as follows;

§ 40.179 Shoulder harness.

All transport type alrplanes certifl-
cated after January 1, 1958, shall be
equipped with shoulder harnesses at the
pilot in command, the second in com-
mand, and flight engineer stations.

§ 40200 [Amended]

36. By amending § 40.200 by changing
the reference “§§ 40.17! through 40.178"
in the introductory paragraph to read
“§§ 40.171 through 40.179™,

§40.201 [Amended]

37. By amending § 40.201 by changing
the reference “§§ 40.171 through 40178
in the introductory paragraph to read
“§§ 40.171 through 40.179"",

§ 10.202 [Amended]

38. By amending §40202(s) by
amending the last sentence of the para-
greph to read es follows: “As used in the
OXygen requirements hereinafter set

forth, ‘cabin pressure altitude’ shall
mean the pressure altitude correspond-
ing with the pressure in the ¢cabin of the
airplane, and 'fight altitude’ shall mean
the altitude above sea level at which the
alrplane is operated; for airplanes not
equipped with pressurized cabins, ‘cabin
pressure altitude’ and ‘Qight altitude’
shall be considered identical.”

39. By amending § 40.202(b) by in-
serting at the beginning of subpara-
graphs (1) and (2) hetween the words
“At” and “sltitude” the words “cabin
pressure”.

40. By amending §40.202(¢) by in-
serting in subparagraphs (1), (2), and
13) between the words “At™ and “altl-
tude” the words “¢abin pressure”.

§ 40.20¢ [Amended]

£1. By amending §40.204 by amend-
ing each of the provisos in paragraphs
ta) and (b) thereof to read as follows:
“Prorvided, That, if the air carrier shows
full compliance with such standards to
be impractieable, an authorized repre-
sentative of the Administrator may au-
thorize such changes in these standards
as he finds will provide an equivalent
level of safety.”

42. By amending § 40.206 to read as
follows:

§ 40206 Equipment for extended over-

water operations.

{a) The following equipment shall be
carried on an airplane used in extended
overwater operations: Provided, That an
authorized representative of the Admin-
{strator may, by amending the opergtions
Specifications of an air carrier as pro-
vided in § 40.21, require the carriage of
all the preseribed equiptnent or any item
thereof for any operation over water or,
upon application of an air carrier, per-
mit deviation from these reqQuirements
for a particular extended overwater
operation;

1> A life preserver for each occu-
pant of the airplane;

(2y Liferafts sufficient in number and
of such rated capacity and buoyancy as
to accommodate all occupants of the
airplane;

(3) Suitable pyrotechnic sighaling de-
vices; and

(4} One portgble emergency radia
signaling device, capable of transmission
on the appropriate emergencey frequency
or frequencies, which 15 not dependent
upon the airplane power supply and
which is self-buoyant and water-resist-
ant.

(b All required liferafts, life preserv-
ers and signaling devices shall be easily
accessible in the event of a ditching with-
out appreeciable time for preparatory
procedures.  This equipment shall be
installed {n conspicupusly marked ap-
proved locations.

«c) Survival kit, sppropriately
equipped for the route to be flown, shall
be attached to each required liferaft.

43. By adding a new §40233 to read
as follows: =

§ 40.233 Radio egquipment for extended
overwaler operations.

For extended overwater operations
each airplane shall be equipped with such
radio equipinent &5 is necessary to fulfil
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the functions specifled in § 40.232 and
in addition, by an independent system,
the functions specified in § 40.231(a) (1),

44. By amending § 40.260(a) to read
as follows:

§ 40.260 Utilization of airman.

(a) No alr carrier shall utilize an in-
dividual as an airman unjess he holds
an appropriate and currently effective
airman certificate issued by the Admin-
istrator and is otherwise qualified for the
particular operation in which he is to be
utilized. He shall have appropriate air-
man and medical certificates in his per-
sonsal possession while engaged in opera-
tions under this part, and shail present
the same for examination to any au-
thorized representative of the Adminis-
trator upon request.

45. By amending § 40.261(a) to read
as follows;

§ 40.261 Compeosition of fight erew.

(a) No gir carrier shall operate an
airslane with less than the minimum
Rizght crew specified in the airworthiness
certificate or in the Alrplane Flight Man-
ual approved for such type of airplane
and required by this part for the type
of operation being conducted.

46. By amending § 40.302 by amending
paragraph (a), by adding a new sen-
tence at the end of paragraph (b)Y (1),
and by amending parggraph (b} (2) to
read as set forth below:

§ 40.302 Pilot checks,

(a) Line check. An air carrier shall
not utilize a pilot as pilot in command
until he has satisfactorily passed a line
check in one of the types of airplanes
to be flown by him. Thereafter, he shall
not serve as pilot in command unless
each 12 months he successfully com-~
pletes a similar line check. The line
check may be given at any time during
the month preceding or following the
month in which it becomes due. The
effective date of the check, if given with-
in the preceding or following month,
shall be the same as if given within the
month in which it became due. This
check shall be given by a check pilot who
Is both qualified on the airplane and on
the route. It shall consist of at least &
scheduled flight over a typical portion of
the afr carrier’s routes to which the
pilot s normally assigned and shall be
of sufficient duration for the check pilot
to determine whether the individual be-
ing checked satisfactorily exerclses the
duties and responsibilities of a pilot in
command.

(b) Proficlency check--¢1} * * * If
performance of any of the proficiency
cheek items specifled in subparagraph
(2) of this paragraph is unsatisfactory in
the judgment of the check pilot he may,
at his discretion, give additional training
to the pilot during the course of the
proficiency check. If the pilot being
checked is unsable to demonstrate satis-
factory performance to the check pilot,
he shall not be used In operations under
this part until such time as he shall have
demonstrated proficiency.



¢2) The pilot proficlency check shall
include at least the following:

(1) Equipmeni examination (oral or
written), taxiing, runup, takeoff, c¢limb,
climbing turns, steep turns, maneuvers
at minimum speeds, approach to stalls,
propeller feathering, maneuvers with one
or more engine<s) out, rapld descent and
pullout, ability to tune radio, orientation,
and approach procedures, missed ap-
proach and traffic control procedures,
crosswind landing, landing under circling
approach conditions, takeoffs and land-
ings with engine(s) failures, demonstra-
tion of pilot judzment; and emergency
procedures.

Nore: An equipment examinatlon given to
an alrman lz the air earrier’s ground schook
within the preceding 6 months may be ac-
cepted as the equivalent oral or writien ex-
amination at the discretion of the check
pilot,

(4§} 'The flieht maneuvers specified in
§ 40.282(h) (1), except that the simulated
engine failure during takeoff need not be
accomplished at speed V, nor at actual
or simulated maximum authorized
weight: and

(iii) Flight maneuvers approved by
the Administrator eaccomplished under
simulated instrument conditions uti-
lizing the navigational facilities and let-
down procedures normally used by the
pilot: Provided, That maneuvers other
than those associated with approach
procedures for which the lowest mini-
mums are approved may be given in a
synthetic trainer which contains the
radio equipment and instruments neces-
sary to simulate other navigational and
letdown procedures approved for use by
the air carrier.

L] * * £ -

§ 40.302-1  [Deleted]
47. By deleting § 40.302-1.
§ 40.307 [Amended]

48. By amending § 40.307 by inserting
between the words “flight” and “Pro-
vided"” the words *, but such flight check
shall not be accomplished in scheduled
alr transportation:”,

§ 40.310 [Amended]

49, By amending § 40.310(b) by delet-
ing from the first sentence the words
“one round trip” and inserting in lieu
thereof the words “a one-way qualifica-
tion trip’'.

§40.353 (Amended]

50. By amending § 40.353 by deleting
the words “‘with fuel and oil”.

§ 40.357 [Deleted]

51. By deleting § 40.357.

52. By redesignating §40.358 as
& 40.357 Flying equipment and by amend-
ing paragraph (b) of the redesignated
section to read as follows:

§ 20.357 Flying equipment.

L] * * * *

(b} Flashlights. Each crewmember
shall have readily available for his use
on each flight a flashlight in good work-
ing otder.

£40.358 [Redesignated]

53. By redesignating §40.358 as
§ 40.358 and by amending the redesig-

nated section by inserting between the
words *“conditions” and “exist” the fol-
lowing phrase “known to the air carrier”.

54, By adding s hew § 40.3569 to read
as follows:

§ 40.359 Operations  over
routes required.

Except when a deviation is necessary
in accordance with § 40.360, a pilot shall
not operate an air carrier airplane in
scheduled | air transportation over any
route or route segment other than as
specified in the operations specifications
of the air carrier, nor pperate other than
in accordance with the limitations pre-
seribed therein.

55. By amending § 40.360(c) to read
as follows:

§ 40.360 Ermergency decisions: pilot in
command and airerafi dispatcher.

* * 3 * *

(¢c) When emergency authority is ex-
ercised by the pilot in command or by the
dispatcher, the appropriate air traffic
controt facility and appropriate dispatch
center shall be kept fully informed re-
garding the progress of the flight. A
written report of any deviation shall be
submitted by the individual declaring
the emergency through the air carrier
operations manager to an autherized
representative of the Administrator.
Such report shall be submitted by a dis-
pateher within 10 days from the date of
the emergency and by a pilot in com-
mand within 10 days after his return
to his home base.

§ 40.361 [Amended]

56. By amending § 40.361 by deleting
the last sentence and inserting in lieu
thereof a sentence which reads: “Any
such information pertaining to irregu-
larities of ground and navigational faeil-
tties received by an air carrier shall be
reported to the authority directly re-
sponsible for the operation of the par-
ticular facitity involved.”

§ 10.363 [Amecended]

57. By amending § 40.363(b) by delet-
ing subparagraph (2),

58. By amending § 40.363(d) by delet-
ing from the last sentence the words
“within 7 days after completion of the
trip”* and inserting in leu thereof the
words “withinn 10 days after the pilot's
return to his home base™.

59. By amending § 40.365(a) by amend-
ing the infroductory paragraph and
subparagraphs (2) and (3) to read as
follows:

approved

§ 40.365 Requirememts for air carrier
equipment interchange,

{a) Prior to conducting any opera-
tions pursuant to an interchange agree-
ment, the air carrier shall show that:

(1) LI N

(2} All required crewmembers and
dispatchers involved meet the approved
training requirements for the airplanes
and egquipment used in the interchange
and are familiar with the communica-
tions and dispatching procedures to be
used;

(3> All maintenance personnel in-
volved meet the -training requirements
for the airplanes and equipment, and are
familiar with the maintenance proce-
dures applicable to the interchange:
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* * * *
§ 40.370 {Amended]

60. By amending § 40.370 by deleting
the words “life vest” and *“life vests™”
wherever they appear in that section and
inserting in lieu thereof the words “life
preserver” and “life preservers’, respee-
tively.

61. By adding a new §40.372 to read as
follows:

§ 40,372 Minimum altitudes for use of
aulomatic pilot.

(a) En roule operations. Except as
provided in paragraph (b) of this sec-
tion, ar automatic pilot may only be
used during en route flight operations,
including climb er descent, at an alti-
tude above the terrain not less than
twice the maximum altitude loss estab-
lished for the automatic pilot malfunc-
tion in the particular airplane under
cruise conditions as specified in the Alr-
plane Flight Manual for the airplane
involved, or 580 feet, whichever is highet.

() Approaches. Except as provided
in subparagraph (1) of this paragraph,
when using an instrumett appreoach fa-
cility, an sutomatic pilot may remain
engaged down to an altitude above the
terrain not less than twice the maximum
altitude loss established for the auto-
matic pilot in the particular airplane
under approach conditions as specified in
the Airplane Flight Manual for the air-
plane involved, or not less than 50 feet
below the minimmm ceiling approved for
the facility being used, whichever is
higher.

{1) ILS approaches utilizing an ap-
proach coupler—(i) Under instrument
flighi rule weather conditions. When
the reported weather conditions are Jess
than the basic weather conditions speci-
fied in § 91,105 [New] of this chapter
(Federal Aviation Regulations), an auto-
matic pilot utilizing an approach coupler
may remain engaged for ILS approaches
down to an altitude above the terrain
not less than 50 feet higher than the
maximum altitude loss established for
the automadtic pilot and approach coupler
in the partieular airplane under ap-
proach conditions as specified in the
Airplane Flight Manual for the airplane
involved.

(i) Under visual flight rule weather
conditions, When reported weather con-
ditions are equal to or better than the
basic VFR minimums specified in § 91.-
105 (New] of this chapter (Federal Avia-
tion Regulations), an automatic pilot
utilizing an approach coupler may re-
main engaged for ILS approaches down
to an altitude above the terrain not less
than the maximum altitude loss estab-
lished for the automatic pilot and ap-
proach coupler in the particular airplane
under approach conditions as specified
in the Airplane Flight Manual for the
alrplape involved, or 50 feet, whichever

is higher.
§ 40.382 [Amended]

62. By amending § 40.382 by deleting
the words “existing and anticipated” and
by inserting in lieu therecf the words
“reported and forecast’,

§ 40.388 [Amended]

63. By amending § 40.388(a) by delet-
Ing the proviso.

64. By amending § 40.390 to read as
follows:



§ 40.390 Alternate

minimums.

An airport shall not be specified in the
dispatch release as an alternate airport
unless the appropriate weather reports
or forecasts, or & combination thereof, in-
dicate that the ceilings and visibilities
will be at or above the alternate mini-
mums specified in the air carrier's op-
erations specifications for such airport
when the flight shall arrive thereat.

65. By amending § 40.391(b) to read
as follows:

§ 40.391 Continuance of flight; fight
hazards.

weather

airport

(b H any instrument or item of
equipment required pursuant to the reg-
ulations in this chapter for the partieu-
lar operation being conducted becomes
inoperative en route, the pilot in com-
mand shall comply with the approved
procedures specifled in the Alr Carrler
Manual for such occurrences. An an-
thorized representative of the Adminis-
trator may approve. for incorporaiton in
the Air Carrier Manual, the minimum
equipment list and procedures for con-
tinuance of flight beyond a terminal
point with equipment referred to in
§ 40.1704¢) inoperative, if he finds that,
in the particular circumstances of the
case, literal compliance with that re-
quirement is not necessary in the interest
of safety.

66. By amending § 40.395 to read as
follows:

§ 10.395 Takeoffs from alternate air-
port: and sirports not listed in the
operations specifications.

(a) A pilot shall not take off an air-
plane from an girport not listed in the
air carrier's operations specifications
unless:

(1) Such airport and related facilities
are adequate for the operation of the
airplane;

(2) In taking off, it is possible to com-
ply with the applicable airplane opera-
tion limitations;

(3) The airplane is dispatched in ac-
cordance with all dispatching rules ap-
plicable to operation from an approved
eirport; and

(4) The ceiling and visibility at the
airport are equal to or better than the
following:

(i) Airporis within the United States.
The ceiling and visibility minimums for
takeoff prescribed in Part 97 [New] of
this chapter (Federal Aviation Regula-
tions), but in no case less than 300-1.
Where such minimums are not prescribed
for the airport, the ceiling and visibility
shall be 800-2, 900~1% or 1000-1.

(it) Airports cutside the United States.
The ceiling and +visibility minimums
for takeoff prescribed or approved by
the government of the country in which
the airport is located, but in no case
1ess than 300-1. Where such minimumns
are ot prescribea or approved for the
airport, the ceiling and visibility shall be
800-2, 900-1';, or 1000-1.

«b) A pilot shall not take off an air-
plane from an alternate airport unless
the ceiling and visibility at the airport
are equel to or better than the minimums
preseribed in the air carrier’s operations
specifications for alternate airports.

§40.397 [Amended]

67. By amending § 40.397 by inserting
between the words “anticipated” and
“and” the following words: “an instru-
ment approach and possible missed ap-
proach at destination,"”.

68. By adding & new § 40.407 to read
as follows:

§ 40.407 Applicability of reported
weather minimums.

In the conduct of operations subject
to §§40.405 and 40.408, the cefling and
visibility velues contained in the main
body of the latest weather report shall be
the controlling criteria fer VFR and
IFR takeoffs and landings and for in-
strument =approach bprocedures on all
runways of an airport except that when
the latest weather report, including an
oral report from the control tower, con-
tains a visibility value specified as run-
way visibility or runway visual range for
& particular runway of an zirport, such
specifled value shall be controlling for
VFR and IFR landings and takeoffs and
straight-in instrument approsches for
such runwagy.

§40.408 [Amended]

69. By amending § 40.408 by deleting
the second proviso In paragraph (b).

70. By amending § 40.501 to read as
follows:

§ 40.501 Crewmember and dispatcher

records

Each air carrier shall maintain cur-
rent records of every crewmemher and
aircraft dispatcher. These records shall
contain such information concerning the
qualifications of each such crewmember
and dispatcher as is necessary to show
compliance with the gppropriate re-
quirements of the regulations of this
chepter: eg., proficiency and route
checks. airplane and route gualifications,
training, physical examinations, and
flight time records. The termination or
other action taken in regard to any flight
crewmember or aircraft dispstcher re-
leased from the employ of the alr car-
rier, or who becomes physically or pro-
fessionally disqualified, shall be indi-
cated in these records which shall be
retained by the air carrier for at least 6
months.

§ 40.502 (Amended}

71. By amending § 40.502 by adding
at the end of the proviso the following
sentence: “A copy of the current list and
all changes thereto shall be submitted
to the PAA Air Carrier District Office
charged with the overall inspection of
the air ecarrier's operations.”

72. By smending § 40.510 to read ss
follows:

§ 40.5310 Alteration and repair reporis.

Upon completion of a major alteration
or major repair to an airframe, engine,
propeller. or appliance, & report thereof
shall be promptly prepared by the air
carrier. A copy of the major alteration
report shall be submitted to the repre-
sentative of the Administrator assigned
to the air carrier and & copy of the re-
port of the major repair shall be made
available to him.

§40.512 [Amended]
73. By amending §40.513 by delet-
-2 -

ing the words “by or with pilots en
route” and inserting in lieu thereof the
words “between the air carrier and its
pilots en route.”’

74. By adding an Appendix D to Part
40 to read as follows:

ArpENDIX D—PFmsT-AD Errs

Approved first-ald kita required by § 40.173
shall meet the followlng specifications and
requirements.

(1) Each first-ald kit shall be dust and
molsture proof, and contaln only materlals
which meet Federal Specifications GG-E-
301a, as revised.

(2) The type of Arst-ald kit and the con-
tents thersof hased upon the capacity of the
alrplane 15 as follows:

{8) No. 1 kit for airplanes of 1 to 5 per-
s0MS CApRCItY.

CONTENTS
No.
Adhesive bandage compresses, l-inch
(16 per umdt) oo enanan 1
Antiseptic swabs, 10 mm. (10 per unlt). 1
Ammoznia inhalants, 8 mm. (10 per
UDE) ceemceemcscmmmmcccccce—ce—eaaa 1

2-Inch bandage compresses (4 perunit). 1
4-inch bandage compresses (1 per unit). 1
Triangular bandaege compressed, 40-inch
(1 per unt) oo e 2
Burn compound, % oz (5§ per unit) or
equivelent amount of other burn
remedy --cocmccemmsmacarsimm 1
Ophthalmic olatment, % o2 (6 per
unit) ceao—o 1

(b} No. 2 kit for alrplanes of 6 to 25 per-
sons capacity.?

CORTENTS

Adheslve bandage compresses, 1-inch {18
per unit) oo aaaa el 2
Antiseptic swabs, 10 mm, (10 per unit). 2
Ammonia inhalants, 8§ mm. {10 per
UVMILY et cmmmmma oo 1
2-1nch bandage compresses (¢ perunit). 3
4-inch bandage compresses {1 per unit) - 2
Triangular bandage compressed, 40-inch
{lperunit) oo 3
Burn compound, Y oZ. (6 per unit) or
equivalent amount of other burn

remedy - cecccm e nma——— 2
Ophthalmie ointment, ¥ o0z. (6 per
unit) e mem—mw 1

{c) No. 3 kit for airplanes of over 25
persons capaclity,

CoKTENTS

Adhestve bandage compresses, 1-lnch (16
per unit) o oo

Antiseptic swabs, 10 mm. (10 per unit}._

Ammobia inhaiants, § mm. {10 per
unlty ... ———e

2-inch bandage compresses (4 per unit).

4-inch bandage compresses (1 per unit) .
Trlangular bandage compresses, 40-inch
(Lperunit) oo meeee o
Burn compound, Y oz. {6 per unlt) or
rn equivalent amount of other burn
remedy - - oo m e mmem 2
Ophthalmic olntment, 1§ oz (8 per
unit)

ta WK e

o,

1K1t No. 2 {n canvas may also be used on
liferafts.

The reporting and/or record-keeping re-
quirements contained herein have heen
approved by the Bureau of the Budget in
accordance with the Federal Reports Act
of 1942,

Issued in Washington, D.C., on April
21, 1964,
N. E. Harasy,
Administrator,

[PR. Doc. 64-4201; Filed, Apr. 27, 1964;
8:50 am.]”
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